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:18/26/2007 FILE NAME = 41021-sht-erosioncontrol.dgn

EROSION CONTROL PLAN

& STORMWATER POLLUTION PREVENTION PLAN

THIS PROJECT DISTURBS 2.376 ACRES OF TOTAL LAND AREA,

COMPLIANCE WITH THE NATIONAL POLLUTION DISCHARGE

ELIMINATION SYSTEM (NPDES) STORMWATER PERMIT IS ONLY NECESSARY IF A PROJECT DISTURBS 1 OR MORE ACRES:

OF TOTAL LAND AREA.
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8. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS
AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED.

GENERAL_NOTES FOR SOIL EROSION CONTROL

. SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. SOIL

STABILIZATION MEASURES SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS AND THE USE OF

TEMPORARY OR PERMANENT MEASURES

COMMENCEMENT OF HYDROLOGIC DISTURBANCE OF UPLAND. AREAS.

. THE EROSION CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM REQUIREMENTS.
ADDITIONAL MEASURES MAY BE REQUIRED, AS DIRECTED BY THE ENGINEER.

. SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE

ALL TEMPORARY AND PERMANENT EROSION CONTROL MEASURES MUST BE MAINTAINED AND REPAIRED
AS NEEDED. THE CONTRACTOR SHALL INSPECT AND COMPLETE MAINTENANCE OF. ALL ITEMS A MINIMUM

OF EVERY 7 DAYS AND WITHIN 24 HOURS OF A ONE-HALF INCH RAINFALL.

. THE CONTRACTOR SHALL CLEAN UP AND GRADE THE WORK AREA AS THE PROJECT PROGRESSES TO
ELIMINATE THE CONCENTRATION OF RUNOFF. THE PAVEMENT SHALL BE CLEANED DAILY TO REMOVE

EARTH MATERIAL TQ THE SATISFACTION OF THE ENGINEER.

. DISTURBED AREAS SHALL BE STABILIZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN 14

CALENDAR DAYS OF THE END OF ACTIVE HYDROLOGIC.DISTURBANCE.

. AREAS OR EMBANKMENTS HAVING SLOPES GREATER 3H:V SHALL BE STABILIZED WITH EROSION CONTROL
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HAMPTON, LENZINI & RENWICK, INC.

CiVIL & STRUCTURAL ENGINEERS

3085 STEVENSON DRIVE, SUITE 201
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